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ENVIRONMENTAL COMPLIANT COATING SYSTEM 

*** MASTER COAT *** 
 
 
SURFACE PRE-CONDITIONING: 
Re-coating substation equipment, in the field, must be approached with caution, to deter paint-lift while assuring 
coating adhesion and rust-inhibition. Therefore, after surface preparation and inspection, our company will use 
high solids, penetrating oil, or a 100% by volume high solids epoxy product, as needed. These products can be 
used to protect blast-cleaned areas, to eliminate the possibility of paint lift, to enhance adhesion, to increase rust-
inhibition, and to ensure the long-term durability of the total system. These low-viscosity products saturate/soak 
into the steel substrate and its seams, crevices, corners, cracks and other imperfections. They are not solvent 
based; these products do not shrink or cause solvent entrapment-two factors that result in paint-lift. Furthermore, 
because of their chemical composition, these products minimize contractive curing stress on existing coatings, so 
they are invaluable when applied as a tie-coat. In addition, they can be safely over-coated with a broad range of 
high-performance coatings, resulting in optimal adhesion and a durable, long-lasting coating system. Due to the 
penetrating nature of these products, they will not result in measurable DFT. 
 
APPLICATION OF PRIMER: 
Over a prepared and inspected surface, primer will be applied as needed. An epoxy or alkyd universal primer will 
be used for this stage of the coating system. To be applied 3 to 4 mils DFT. These primers require minimal 
surface preparation, and they provide the utmost in long-term durability. These durable industrial primers are 
resistant to a broad range of chemicals, acids, alkalis, etc., and they enhance impact and abrasion resistance. 
 
APPLICATION OF TOPCOAT: 
Over a properly prepared, primed as needed and inspected surface, a complete and even coat of topcoat will be 
spray applied, to a thickness of 2 to 3 mils DFT.  High gloss industrial urethane alkyd enamel will be used for this 
final stage of the coating system. This LEAD-FREE product is specifically formulated to provide superior gloss 
and color retention, as well as furnishing additional impact and abrasion- resistance. It is corrosion resistant to a 
broad range of contaminants, it has a favorable UV rating (which stabilizes and prolongs paint life), and a high 
degree of thermal expansion (which minimizes paint cracking and peeling). 
 
INSPECTION / CLEAN-UP / SIGN-OFF 
Our company will monitor the applications, looking for misses, low mill-age, excessive paint build, contamination, 
dry spray, pits, pores and any other imperfections, problems found will be rectified. After thorough inspection, 
tape and masking will be removed, sight glasses, and windows will be cleaned of tape residue. All trash and 
refuse shall be removed promptly and properly disposed of. Our crew leader and an authorized company 
representative will inspect the completed project, and it will be signed-off. 
 
WARRANTY: 
Work performed by our company, per preceding specifications, will be covered by our limited warranty for a 
period of (10) TEN YEARS from completion date. 
 
 
 


